
            

 

                    MIC-26OFHD-AM  26.1” LCD HD open frame monitor 

 

Features: 

• TFT LCD panel. 

• High brightness and high contrast.  

• Open frame design. 

• Green monitor. 

• Support either VGA or FHD with all-in-one design. 

• It can be used as PC monitor or TFT monitor. 

• Can enhance low-resolution to hi-resolution. 

• Support HDMI, DCR, HDCP. 

• Support VESA mount. 

• Power supply built-in. 

• Multi-language OSD menu. 

• Low picture noise and detects wider range of Video Display cards. 

Specification: 

LCD Display 26.1” TFT Active Matrix Panel  

Display Size 570 x 323 mm display area. 

16:9 aspect ratio. 

Pixel Pitch 0.421 mm 

VGA 640x480 (56/60/7075Hz) 

SVGA 800x600 (56/60/70/75Hz) 

XGA 1024 x 768 (56/60/70/75Hz) 

 

HD 1366 x 768 ( 56/60/70/75Hz) 

Max. Resolution 1366 x768 HD. 

Contrast Ratio 1,000:1 (10,000:1 DC) 

Brightness 500 cd/m2 typically.
 

Response Time 6ms  

Display Colors 16.7 m 

Viewing Angle 178/170 

Humidity 10%~90% 

Audio 5W x 2 (option) 

Optional BNC, Touch screen, USB, AV, S-video. 

Signal Connector D-sub/HDMI/Audio/AC. 

Front Control Power Switch, Menu, Select (Up, Down), Adjust(+,-) 

OSD 6 languages OSD manual/English, Germany, France, Spanish, Italian & Japanese. 

Green monitor Yes 

Power saving < 1.5W. 

Power supply 100~240V/ 50~60Hz, 12~24V / 5A, Universal power supply. 

Power consumption < 80W. 

Dimensions 800 x 460 x 50 mm 

Weight (Net) 12.5Kg 

� HDMI support. 

� DCR + HDCP support. 

� Power supply built-in.  

� VESA mount. 

 



Packing 5 pcs./per carton 

Color Grey with metal chassis. 

Certification FCC, CE, RoHS, EnergyStar 

All specifications are subject to change without any notice. 

ISO-9001 UKAS Certified.   ISO-14000 SGS Certified. 
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